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1. INSTALLING FREEAXP 

1.1 WINDOWS INSTALLATION  

1.1.1 Prerequisites 

1.1.2 Operating Systems 

FreeAXP™ runs on the following 32 and 64-bit Windows Operating systems: 

Windows XP x86, x64  Windows Server 2003 x86, x64 

Windows Vista x86, x64  Windows 7 x86, x64 

Windows 2008 x86, x64 

1.1.3 Hardware 

FreeAXP requires the following minimum hardware.  Faster hardware will yield better emulator 
performance. 

·  Dual core processor 

·  2GB memory 

·  1 NIC (optional: required if emulator network support desired) 

1.1.4 Rights 

FreeAXP should be installed from an Administrative account.  Windows Vista and Windows 7 
users will need administrative rights to run the FreeAXP configuration wizard and to launch 
FreeAXP from the command line or a batch procedure. 
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1.1.5 Windows Installation Steps 

1) Download the FreeAXP installation package from: 

http://www.migrationspecialties.com/FreeAXP.html 

2) Run freeaxpsetup.exe.  This will install the FreeAXP software.  Administrator rights are 
required to install FreeAXP.  The installer automatically determines if a 32 or 64-bit 
installation is required. 

3) Installation Warning:  When the installation is started, Windows XP and 2003 may issue a 
Security Warning similar to Figure 2.  Windows Vista and 7 systems may display a User 
Account Control message similar to Figure 1.  Click "Run" or "Continue" to proceed with 
the installation. 

 

4) Information Window: Next an informational 
window will appear similar to Figure 3.  Click "Next" 
to continue. 

 

 

 

 

 

 

5) License Window: The eminently fair and reasonable 
license terms will need to be accepted.  Figure 4 
provides an example of the license window.  Check 
the "I agree" box and click "Next" to continue. 

 

 

 

Figure 2: Security Warning message 

Figure 3: FreeAXP information window 

Figure 4: FreeAXP license window 

Figure 1: User Account Control message 

http://www.migrationspecialties.com/FreeAXP.html
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6) Installation Options:  Figure 5 provides an example 
of the Installation Options window.  FreeAXP 
consists of two main components, the emulator and 
the network driver.  Emulator installation is always 
required and cannot be unchecked.  Installation of the 
network driver is optional.  If the network driver is 
not installed, the emulator cannot be configured with 
a NIC.  A normal installation would install both 
components. 

The "Installation folder" box allows a different 
installation folder to be specified, if desired. 

Previous Installation Warning: If a previous 
version of FreeAXP is installed on the system, the 
FreeAXP installer will remove it before installing the 
current version.  Figure 6 depicts a typical installation 
warning message box.  Click "OK" to de-install the 
previous version of FreeAXP and install the current 
version, or "Cancel" to abort the installation process. 

As the previous version of FreeAXP is de-installed a 
DOS window will flash past.  This is normal. 

7) Installation Completed: The FreeAXP installer 
will complete the installation.  A completion 
window similar to Figure 7.  The completion 
window contains a check box offering to launch the 
FreeAXP configuration wizard.  The default is to 
launch the wizard.  The FreeAXP Configuration 
Wizard describes the wizard in detail.  Click 
"Finish" to exit the installation process. 

 

1.1.6 Windows Installation Details 

1.1.6.1 Installation Folder 

By default, the FreeAXP installer creates a folder named FreeAXP in the program-files system 
folder (C:\Program Files on most English-language installations of Windows).  FreeAXP 
components are installed in this folder.  The Installation Options window (Figure 5) allows the 
user to change the installation folder if desired. 

1.1.6.2 Firewall Exception 

The FreeAXP installer will create an exception for FreeAXP in the default Windows firewall.  If 
a non-Windows firewall is deployed, an entry may need to be added for  
C:\Program Files\FreeAXP\freeaxp.exe to support the emulator console connection. 

Figure 6: Previous installation warning 

Figure 7: FreeAXP installation complete 

Figure 5: FreeAXP installation options 
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1.1.6.3 Installation Log 

FreeAXP builds the installation log file Installyyymmddhhmmss.log in  
C:\Program Files\FreeAXP.  If problems are experienced with the FreeAXP installer, the log file 
may help identify them. 
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2. DE-INSTALLING FREEAXP 

2.1 WINDOWS UNINSTALL  
FreeAXP can be de-installed from Windows XP and 2003 systems using the Control Panel 
function Add or Remove Programs.  On Windows Vista and 7, use the Control Panel function 
Programs and Features. 

When FreeAXP is de-installed, all configuration files created using the Configuration Wizard are 
retained.  Files created outside of the \Program Files\FreeAXP installation directory are also 
retained. 



 Migration Specialties International, Inc. +1 719-784-9196, Fax: +1 888-854-3417 www.MigrationSpecialties.com 

6 

3. FREEAXP CONFIGURATION WIZARD 
Note: Windows Vista and Windows 7 users will need administrative rights to run the FreeAXP 

configuration wizard. 

FreeAXP emulator configurations are easily created using the FreeAXP Configuration Wizard.  
As many configurations as desired can be created and stored on a system.  FreeAXP 
configurations are limited to the following virtual hardware. 

·  One serial port, which is also the console port. 

·  32MB to 128MB in 32MB increments. 

·  One NIC. 

·  Up to seven SCSI devices on one controller, one of which can be a physical CD-ROM. 

See the FreeAXP SPD for addition information on FreeAXP capabilities and limitations. 

3.1 FREEAXP CONFIGURATION FILES 
The FreeAXP Configuration Wizard generates text files containing a script that defines the 
desired hardware configuration for a virtual Alpha system.  This script can be viewed and 
modified using any text editor.  However, modifying the script is strongly discouraged for two 
reasons: 

1) The Wizard stores the generated configuration in an 
encoded comment at the beginning of the script.  Any 
modification to the comment precludes using the 
Wizard for further script maintenance.  The Wizard 
will issue an error similar to Figure 8 when opening a 
script with a missing or modified comment section. 

2) When re-opening a configuration file, the Wizard only parses the encoded comment.  Any 
user changes in the body of the script will be lost when the script is saved. 

In short, if modifying a configuration script by hand, do not later attempt to modify it with the 
Wizard.  The Wizard always replaces a configuration file with a new one. 

Figure 8: Corrupt configuration file error 

http://www.migrationspecialties.com/pdf/FreeAXP_SPD.pdf
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3.2 USING THE FREEAXP CONFIGURATION WIZARD 
The premise behind the FreeAXP Configuration Wizard is that each configuration is saved as a 
shortcut to the individual User or All Users Start Menu under the FreeAXP folder.  This makes 
configurations easy to locate and launch. 

1) The FreeAXP Configuration Wizard can be launched by navigating to: 

Start> All Programs> FreeAXP> FreeAXP Configuration  Wizard 

2) User Account Control Message:  If running from an 
account with Administrator privileges, Windows Vista 
and 7 users may see a User Account Control message 
like the one depicted in Figure 9.  The Wizard 
automatically detects privileged users and allows them 
to create configuration shortcuts for all users.  Non-
privileged users can only create configuration 
shortcuts for themselves.  Shortcuts are discussed 
further in the next section. 

3) Shortcut Window:  When launched, the Wizard will 
display the configuration window with a shortcut 
window superimposed in front of it.  The shortcut 
window offers three options: 

a) Edit configuration from start menu 

This option allows an existing configuration to be 
displayed and changed in the configuration 
window.  If the Wizard is being started for the 
first time or no configurations have been saved as 
shortcuts, then this option will be grayed out, as 
depicted in Figure 10. 

Otherwise, a list of existing shortcuts will be 
displayed, as shown in Figure 11. 

To view and modify an existing configuration, 
select it and click "OK". 

Figure 9: User Account Control message 

Figure 10: Configuration shortcut window 

Figure 11: Shortcut window with existing 
shortcuts 
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b) Browse for existing configuration 

This option allows the user to search for existing 
configuration files.  Clicking the associated button 
and then clicking "OK" brings up a browser 
window, as shown in Figure 12.  The user can 
then browse to a folder containing the desired 
configuration file.  Select the file and click 
"Open" to view and modify the configuration. 

 

 

c) Create new configuration  

Selecting this option allows the user to create a 
brand new configuration.  Clicking the associated 
button and then clicking "OK" brings up the 
configuration creation window, as depicted in 
Figure 13.  This window presents the following 
options. 

i) Location for Emulator configuration 
Allows the user to specify the folder in which 
to store the new configuration file.  The user 
can key an existing folder name or use the browse button […] to locate or create the 
desired folder. 

Note: Depending upon the user rights and Start Menu option selected, the Wizard will 
default to the My Documents or Public Documents folder as the destination for a new 
configuration file.  The destination folder can be changed by the user. 

ii)  Name for Emulator configuration 
Allows the user to enter the configuration file name.  Any legal Windows file name is 
allowed. 

iii)  Do not add to start menu 
Selecting this button prevents a configuration shortcut from being created.  Only the 
configuration file will be created.  Such a configuration file will need to be launched 
manually.  See Section 4.5 for instructions on manually launching a configuration. 

iv) Add to start menu for current user 
Selecting this button creates a configuration shortcut in the current users Start Menu 
only.  Use this option to create private configurations. 

v) Add to start menu for all users 
Selecting this button creates a configuration shortcut in the All Users Start Menu, 
making the configuration available to all users.  Use this option to create public 
configurations.  If a user does not have Administrator rights, this option will be 
unavailable. 

Note: Be advised that creating a shortcut for All Users does not automatically mean any 
user can launch the emulator.  In order for a non-privileged user to run the emulator, 
file permissions must be set appropriately on the following files: 

Figure 12: Configuration browse window 

Figure 13: Create configuration window 
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Emulator File Default File Name User Permissions 

Configuration file configuration-file.cfg read permissions 

Log file configuration-file.log read/write permissions 

NVRAM file configuration-file.nvr  read/write permissions 

Time Of Year file configuration-file.toy  read/write permissions 

Disk images .img, .vdisk, .dsk read/write permissions 

CD-ROM images .iso read permissions 

 
The .log, .nvr, and .toy files are described in Chapter 5.  To generate the files, run the 
emulator once and terminate it when it reaches the SRM console prompt (>>>) by 
typing "exit".  The files will then be available to set permissions on. 

Note: Creating a configuration file in a 
system root directory such as C:\ or 
system directory such as C:\Windows 
is not recommended.  The Wizard 
issues a warning if the user specifies a 
system directory as the location to 
create the configuration file.  Under 
Windows Vista and Windows 7, the 
Windows User Account Control 
(UAC) blocks the emulator from 
creating its .log, .nvr, and .toy files in 
the root directory, causing the emulator startup to fail.  If running from system 
directory is a must, then manually modify the shortcut to "Run as an Administrator".  
Again, this is not recommended. 

4) Configuration Window:   Once a new or 
existing configuration is selected, the Wizard's 
configuration window is revealed.  Figure 15 
depicts a typical new configuration window.  
The configuration window allows the user to 
define the hardware the virtual Alpha system 
will contain.  Entries in the configuration 
window are straight-forward. 

a) Memory Size 

FreeAXP allows a virtual Alpha system to 
be configured with 32MB to 128MB of 
memory.  Memory is available in 32MB 
increments.  Select the amount of memory 
desired by clicking the appropriate button. 

Note: OpenVMS version 8.2 and higher requires more than 32MB of memory to boot. 

Figure 14: System directory warning message 

Figure 15: New FreeAXP configuration window 
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b) Serial Port (Console) 

The default FreeAXP emulated serial port serves as the virtual system console port.  
Console communications are established using a localhost telnet port.  By default, this 
port is defined as 9000.  The user can define the port number to any valid value. 

If you wish to run multiple copies of FreeAXP on a single system, which is only 
advisable on systems with multiple CPU cores and lots of memory, be sure to change the 
console port number on each configuration or the following error will be issued and the 
emulator will fail to launch. 

ESL-F-FAIL: Emulator Failure: 
  CTB-W-NOBIND: Could not bind socket to listen on!  

i) Start PuTTY  automatically 
FreeAXP ships with the free PuTTY1 terminal emulator.  PuTTY is configured as the 
default console device.  If a different console device is to be used, uncheck this box. 

Any decent VT terminal emulator, such as KEA, Reflection, Powerterm, and PuTTY 
can be defined as a console device.  Even Hyperterm can be used.  For example, a 
user might prefer using a KEA terminal emulator for the console.  In this case, they 
would define the KEA connection type as Telnet, the Host Name as localhost, and the 
Telnet port as 9000.  They would launch the KEA console session manually after 
launching the FreeAXP emulator session. 

c) Network 

FreeAXP supports an optional Network Interface Card (NIC) emulated as a DE500 
10/100Mb device.  The FreeAXP virtual NIC needs to be assigned to a physical NIC on 
the host system.  To enable the virtual NIC, check the Enabled box.  A drop down box 
will appear displaying the available host network devices.  Select the one which will be 
assigned to FreeAXP.  Figure 17 shows a FreeAXP configuration with networking 
enabled and a NIC selected. 

It is recommended that the host system contain dual NICs and that FreeAXP be assigned 
exclusive access to one NIC.  The other NIC can support host network operations.  A 
second NIC is also recommended to support telnetting from the host into the emulator.  
See section 4.1 for additional information. 

d) Disk & CD-ROM devices 

FreeAXP provides a single virtual KZPAA SCSI controller supporting one to seven 
devices.  The devices can be virtual disk drives, virtual CD-ROMs, or a single physical 
CD-ROM.  Available devices names are DKA0 thru DKA600. 

i) Image 
Checking the Image button opens up a file window in which a disk or CD-ROM 
image can be defined.  CD-ROM images are identified by an .iso extension.  Disk 

                                                
1PuTTY is free software developed by Simon Tatham.  See the FreeAXP license agreement for additional details. 
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images, also often called disk container files, can have any legal Windows file name.  
Common disk image extensions are .dsk, .vdisk, and .img. 

Creating a Disk Image: FreeAXP will create a disk image on the fly if desired.  
When the Image button is selected, a Create check box and a GB box open up along 
with the image file window.  The FreeAXP Configuration Wizard will automatically 
generate a disk image folder and name based on the folder and name used for the 
configuration file.  The DKA100 definition in Figure 17 shows this feature.  If a 
different image file name is desired, modify or replace the generated entry. 

The GB box can be used to specify the disk image size in Gigabytes.  Legal disk 
images sizes are 1 to 1000. 

When creating a disk container file, the file is not created by the Wizard.  It is created 
when the emulator is launched.  The image file is only created if it does not already 
exist.  Checking the Create box will not overwrite an existing image file. 

If an image file create has been 
specified and the image file does not 
already exist, the emulator will create 
the file upon launch.  The Virtual 
Layer Command (VLC) window will 
display the message DFL-I-CREAT and 
a progress count running from 0% to 
100%.  When the specified disk 
image(s) have been created, the 
emulator will proceed with the boot.  
Figure 16 depicts a typical VLC window in which a disk image is being created.  
Creating a large disk image file or multiple disk images may take a long time. 

Using an Existing Disk Image:  An existing disk image file can be assigned to a 
virtual disk device by specifying its name and fold in the file window.  The browse 
button […] can be used to navigate to a disk image file. 

Note: Remember to clear the Create check box when specifying an existing disk image.  If 
the Create check box is left checked and the image file name is incorrect, FreeAXP 
will create a new image file using the specified name.  If the check box is cleared, 
FreeAXP will generate an error on launch saying the specified disk image file cannot 
be found. 

Specifying a CD-ROM Image:  A CD-ROM image, or ISO file, can be specified just 
like an existing disk image file.  FreeAXP recognizes the .iso extension as a Read 
Only device and treats the device accordingly. 

ii)  Physical CD-ROM 
FreeAXP allows one physical CD-ROM device to be attached to the emulator.  
Checking the Physical CD-ROM button automatically assigns the host \\.\cdrom0 
device to the virtual Alpha.  Figure 17 shows DKA600 assigned as a physical CD-
ROM. 

FreeAXP only allows assignment of one physical CD-ROM device per configuration. 

Figure 16: Creating a disk image 
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5) Working with an Existing Configuration:   
Working with an existing configuration is 
similar to creating a new one.  Once a new 
configuration is open, its virtual hardware 
characteristics can be modified by adding, 
changing, and removing devices.  Figure 17 
depicts an existing configuration containing a 
NIC, three disk devices, and a physical CD-
ROM Device. 

6) Saving a Configuration:  Once a 
configuration has been defined, it is saved by 
clicking the [OK] or [OK & Run] button in the 
configuration window.  The configuration will 
be saved in a text file.  Depending upon the shortcut options selected earlier, a configuration 
shortcut may also be saved in the User or All Users Start Menu. 

If the [OK & Run] button is selected, the configuration will launch immediately after being 
saved. 

7) Removing Configuration Shortcuts:  Section 3) above discussed creating configuration 
shortcuts.  A configuration shortcut can be removed from the Start Menu by right clicking the 
shortcut and selecting "Delete".  Note that deleting a shortcut does not delete the associated 
configuration file. 

Figure 17: Existing FreeAXP configuration 
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4. RUNNING FREEAXP 

4.1 HOST NETWORK CONFIGURATION 
Prior to launching FreeAXP, open the Properties box of the NIC 
assigned to FreeAXP and uncheck all items assigned to the NIC, 
as shown in Figure 18.  This will prevent Windows from trying 
to share the NIC with FreeAXP.  For users running FreeAXP on 
a system equipped with a wired and wireless NIC, assigning 
FreeAXP the wired NIC will provide more stable network 
performance. 

 

 

 

4.2 LAUNCHING FREEAXP 
With a configuration created, it's time to 
launch FreeAXP.  Launching FreeAXP is 
equivalent to powering up a real Alpha 
system.  The emulator launches the Virtual 
Layer Command (VLC) window and runs 
a series of checks on its virtual hardware, 
ensuring that all of its devices are present.  
If a disk image file has been misnamed or 
a NIC has changed, the emulator will 
display an error, wait for a user 
acknowledgement, and exit.  If the 
configuration is valid, the emulator will 
launch the console window2, load the 
SRM console firmware, and display the 
three chevron console prompt (>>>). 

Once the console prompt appears, the 
virtual Alpha is ready to load or boot a 
supported O/S.  The two most common 
O/S run on Alpha systems are Tru64 and 
OpenVMS.  See the FreeAXP SPD for 
other supported O/S. 

 

                                                
2 Assuming the console has not been disabled in the configuration file. 

Figure 19: FreeAXP boot screens.  VLC window on top, 
system console below. 

Figure 18: FreeAXP NIC properties 
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4.3 FREEAXP VLC WINDOW 
When FreeAXP is launched, a Virtual 
Layer Console (VLC) window similar to 
Figure 20 appears.  Closing the VLC 
terminates the emulator.  Closing the 
VLC is equivalent to powering off the 
virtual system.  If the emulator is 
shutdown normally and exited from the 
console window, the VLC will close 
automatically. 

Warning: Terminating FreeAXP via the 
VLC window is equivalent to crashing real hardware.  Data loss may occur and the TOY and 
NVRAM settings for that emulator instance will be lost. 

4.3.1 Emulator Units of Performance 

Once the emulator is running, a dynamic counter labeled Emulator Units of Performance (EUP) 
will appear in the VLC.  One EUP is roughly equivalent to 700,000 Alpha-instructions executed 
per second.  Some of the instructions the emulator executes are not real Alpha instructions, but 
custom instructions replacing bits of firmware or PALcode.  These can take the place of multiple 
Alpha instructions. 

The EUP number fluctuates depending on the host system load and the type of instructions being 
executed.  For example, a high percentage of floating-point operations results in a lower number 
of EUPs.  The EUP serves as an emulator heartbeat.  As long as the EUP is fluctuating, it 
confirms that the emulated CPU is in fact running. 

4.4 LAUNCHING FREEAXP FROM 
A SHORTCUT  

Note: When accessing a physical device like a 
CD-ROM, FreeAXP needs to run from an 
account with administrator rights. 

FreeAXP is designed to be easily launched from 
configuration shortcuts created by the FreeAXP 
Configuration Wizard.  See Chapter 3 for a 
description of the Configuration Wizard.  To 
launch a configuration, navigate to the FreeAXP 
folder in the Start Menu and select the desired 
configuration, as depicted in Figure 21. 

 

 

 

Figure 21: Selecting a FreeAXP configuration shortcut 

Figure 20: FreeAXP VLC window 
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4.5 LAUNCHING FREEAXP MANUALLY  
FreeAXP emulators can also be launched manually from a command window or batch file.  The 
configuration file needs to be declared in the command line using the /CONFIGURATION_FILE= 
parameter.  The following command line would launch the Alpha01 FreeAXP configuration: 

"C:\Program Files\FreeAXP\freeaxp.exe" /CONFIGURATI ON_FILE="C:\Alpha\Alpha01.cfg" 

Note the use of quotes in the command and 
parameter strings to ensure the file names are 
correctly passed to the emulator.  This is 
particularly important when passing file names 
containing blanks. 

Figure 22 depicts a command line launch of 
FreeAXP.  

4.6 FIRST LAUNCH MESSAGES 
When a new configuration is launched for the first time, two error messages are display in the 
console window during the virtual hardware boot: 

·  ERROR: ISA table corrupt! 
Initializing table to defaults 
type >>>init to use these changes 

·  TIMER_TPS environment variable invalid 
Defaulting to 1mS per tick 

This behavior is similar to what happens on a real 
AlphaServer when the CMOS battery is replaced.  
The Time Of Year (TOY) and NVRAM variables 
have not yet been initialized by the console 
firmware.  Once the emulator has successfully 
booted to the console prompt and has then been 
shutdown in a controlled fashion using the exit 
command, TOY and NVRAM information will be 
written to .toy and .nvr files.  The next time the 
emulator boots, the required information will be 
extracted from these files and the above errors 
will not occur. 

4.7 CONSOLE OPERATIONS 
Once the system console prompt appears (>>>), operations proceed just as they would on a real 
AlphaServer 400.  FreeAXP runs the actual AlphaServer 400 console firmware, providing all of 
its functionality and limitations.  From this point forward refer to the actual legacy hardware 
documentation for configuration and set up options.  The hardware is virtual, but it acts like the 
real thing. 

Figure 22: FreeAXP command line launch 

Figure 23: FreeAXP first launch errors 
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4.7.1 Console Help 

The FreeAXP console supports the same help 
functions as a real AlphaServer 400.  Type Help 
to view available console help text.  

 

 

4.8 LAUNCHING FREEAXP 
WITHOUT THE CONSOLE 

Like a real Alpha system, it is possible to launch FreeAXP without a console if the console boot 
parameters are properly configured.  Under OpenVMS the console can be set to boot 
automatically by setting the following console variables: 

>>> SET AUTO_ACTION BOOT 
>>> SET BOOTDEF_DEV ddua  

Where ddua is a disk device such as DKA0. 

4.9 EXITING FREEAXP 
A normal O/S shutdown under FreeAXP will return control to the system console, just like on 
real Alpha hardware.  A <Ctrl^P> entered from the console window will also return control to the 
console.  To exit FreeAXP from the console in a controlled fashion, type exit at the console 
prompt.  The message "exit: No such command" will appear in the console window and 
FreeAXP will shutdown.  The TOY and NVRAM settings for the configuration will be saved. 

Warning: Terminating FreeAXP via the VLC window is equivalent to crashing real hardware.  
Data loss may occur and the TOY and NVRAM settings for that emulator instance will be lost. 

4.10 RUNNING MULTIPLE COPIES OF FREEAXP 
Running multiple copies of FreeAXP on a single system is feasible, but requires robust host 
hardware and manual intervention.  At a minimum, the host system should have two CPU's, one 
for the host O/S and the other to support FreeAXP.  For each additional copy of FreeAXP 
launched, an additional host CPU should be available.  Each additional FreeAXP process must 
be manually assigned to its own CPU.  Additional memory and a fast I/O bus will also be 
required to achieve adequate performance. 

Figure 24: Console help screen 
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5. FREEAXP EMULATOR FILES 
Each FreeAXP emulator configuration has a set of files associated with it.  The files are stored in 
the same folder as the configuration file and use the configuration file name.  If the emulator 
configuration is moved, these files should be moved with it. 

File 
Extension 

Example Function Created by…  

.cfg Alpha01.cfg Configuration file.  Defines the 
emulator's virtual hardware. 

User 

.log Alpha02.log Log file.  Records launch and 
runtime information during an 
emulator session. 

FreeAXP at configuration launch.  The 
file is overwritten each time the 
configuration is launched. 

.nvr Alpha01.nvr NVRAM information storage. FreeAXP on normal exit after first 
launch of configuration. 

.toy Alpha01.toy Time Of Year information storage. FreeAXP on normal exit after first 
launch of configuration. 

 
Disk and CD-ROM image files are also a user defined part of a FreeAXP configuration.  If these 
files are moved, the associated FreeAXP configuration file needs to be updated. 
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6. GLOSSARY 
EUP Emulator Units of Performance:  One EUP is roughly equivalent to 700,000 Alpha-

instructions executed per second.  Some of the instructions the emulator executes are not 
real Alpha instructions, but custom instructions replacing firmware or PALcode 
components.  These custom instructions may replace multiple Alpha instructions. 

SPD Software Product Description:  A document providing detailed product specifications. 

VLC Virtual Layer Command:  The VLC is the command window used to display emulator 
activity.  It is not the system console. 


